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BOND BEAM

(No.15 AT 0.6m) |
No. 4 BAR AT 24" 0.C. VERTICAL

CENTERED IN WALL

- 8" (203.2mm) BLOCKS
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(No.15 AT 1.2m)
No. 4 AT 48" 0.C. CONTINUOUS
HORIZONTAL
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TO BE GROUTED

" ————— CELLS WTH STL. RE—INFORCING

ST GROUT ALL CELLS AND VIBRATE

NOT TO EXCEED 5 VERTICAL
UFTS AS PER MASONRY CODE
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1— 6" (152.4m) CONCRETE BLOCK
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No. 4 (No.15) BAR CONTINUOUS

FINISH
GRADE
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(304.8mm)

\ \(76.2mm)
2—#4 HORIZ

4 FT. (1.2m)

6 FT. (1.8m)

5 FT. (1.5m)

14" (0.4m)

22" (0.6m)

18" (0.5m)

12" (0.3m)

12" (0.3m)

12" (0.3m)

NOTE:

VERTICAL EXPANSION JOINTS AT 40 FOOT INTERVALS, FILL WITH EXPANSION MATERIAL
OR BACKER ROD WTH APPROVED MASTIC EACH SIDE DOWN TO THE FOOTING.
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